
  

 

 
 

 
 

 
    

 
 

 

 
 

 
 

 
 

 

Industrial Heating Blankets for IBC 1000lt 
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Advantages of CAP IT heating blankets for IBC 
 
Toughness  
The heating cable is provided with Teflon isolation and the fabric (material) has an high level (degree) of 

toughness, to withstand the stress of oppressive weight and use. 

 
Security 
The heating blankets are made with fireproof materials, that will not fire if there is any kind of malfunction. 
The Thermostat model is already set up on the work temperature and does not have instrumentation 

accessories that could break or be manumitted. 
The Temperature Controller forecasts the test on the time to reach high temperatures. In the case of loss 

of power or malfunction, an alarm will show and the power will be disconnected if in a specific time the set 
up temperature will not be reached. 

There is a security close to confirm that the heating blanket is assembled to avoid the functioning in not 

corrected operational conditions. 

 
Lightness and manageability 
The maximum weight of 7 kilograms and the Velcro strip on the outer edge allow to install comfortably the 
heating blanket even on a single operator. 

The soft fabric allows to roll and to fold up the heating blanket for a better stockpile  without occupying big 
spaces in production and warehouse.  

The Thermostat model simply needs to be connected to the net and it will function at the desired 

temperature without any other instruments or settings. 
 

High performances 
The heating blanket reaches the desired temperature in 10 minutes. 

With the new versions of “ECO-ARTIC”, the performances will increase without the increasing of 

consumption. 
These heating blankets are studied for colder climates, they are made of insulation materials of a superior 

level to allow the use in any climate condition, even outside. 
 

Energy saving 
The new LP version (Low Power) with only lower area heating  and the newest ECO-ARTIC versions, are 
being studied to meet with the increasing necessities (demands) of supervision of consumption inside the 

firm.  The LOW POWER version are built with the heating only in the lower part while ECO-ARTIC versions 
have a superior insulation towards the outside, which guaratees an optimal climate inside the heating 

blanket without wasting energy. 

 

Thermostat temperature control 
Ready for use 
Easy to use 

Low energy consumption 

Ideal for simple Antifreeze system 

 
 
 

Digital temperature controller 
Usage flexibility 
Higher precision 

To apply with deteriorable materials or Pre-conditioning 

of products before processing



 

  

 
    

 

 

Technical specification 

 

Standard Model 
Dimension Lenght 4400 mm Height 1000 mm  
External cover water-repellent polyester 

Internal Cover Glassfiber fabric firerepellent with Silicon coat 

Color Blue (others on request)  
Lock Velcro M/F 

Anchorage to Container Strip with Velcro M/F 
Heating Cable PTFE double isolation 

Power-supply 230Vac 50Hz (110Vac 60Hz on request) 
Connection to power supply PVC cable L=1m + Industrial 16A connection 

Working temperature 70°C max (Others on request) 

Temperature control Bi-metallic thermostat/Digital temperature controller 
Power 3 KW 

Weight 7 Kg 
Others: IP55-NOT ATEX-CE Marked 

 

ECO-ARTIC Model 
Same characteristich as Standard Model with enhanced temperature insulation 

Ambient working temperature: Up to -30°C 
Energy Saving: -35% of energy saving compare to standard model 

 

Temperature controller (optional) 
Electrical controller: Digital microprocessor 

Power supply: 230Vac 50Hz (110Vac 60Hz on request) 
Connection to Heating blanket: PVC cable 0,5m 

Connection to Power supply: PVC cable 1,5m + Industrial 16A connection 

Case: Metal case impact resistant 
Protection bag: Polyester bag with velcro strip for connection to tank  

 
 

Accessory/Option 
 

- Hole for charge/discharge on the top of insulation cap 

 

 
 

 
 

 

 
 

 



 

  

 
    

 

How To Order 

 

CW IBC Heating Blankets for IBC (1000l) 
 
 

Model Code 
 Temperature 

control 

 Hole on 

Cap 

 
Color 

Power supply 

voltage 

STANDARD CW-IBC  T70=70°C 

Thermostat 

 0= No  B=Blu 0=230Vac 

ECO-ARTIC CW-IBCEA  C=Digital 
controller 

 1= YES    

LOW POWER CW-IBCLP        

LOW POWER 

ECO-ARTIC 

CW-IBCLPEA        

CUSTOM CW-IBCX        

 

Standard model: CW-IBC-T70-0-B-0 
 

Sono realizzabili a richiesta termocoperte CUSTOM, con misure, opzioni e tensioni di 
alimentazione diverse da quanto sopra indicato. 
 
On request it’s possible to produce also model with different features on measures, option and 
power supply voltage. 

 
 

 

 
 

 

 

Standard model with inner Thermostat 
 
 

 
 

Model with digital controller 
 

 
 

Digital controller detail 
 


