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INF-CLT-700

Clutchinfrared temperature sensor 700°C

Range

Accuracy
Resolution at 700°C
Responsetime

Supplyvoltage
Supply current
Output Signal

Sensitive element
Measurement distance
Emissivity

Field of view (90% radiation)
Wavelength

Operating temp
Storage temp

1m cable of 3X26AWG FEP
tinned copper braided cable 250V 200°C

controls
T

O

ev

700°C
1% FS
20 mv/°C
50 ms

5to 16V
1.5mA
0-5V

Thermopile with Silicium Lens
30 to 100 mm

99%

5:1at50mm

8to 14 um

-20 to +100°C
-40 to +125°C

Red 5-16V

White Signal

Blue (or Black) oV

Braid Not connected

Also available in this reference:

- INF-CLT-500

1/2 -

Calibration table :%
°C Volts / Carbon 72
0 0,00 s
100 0.06 2
200 0.23 E
300 054 =
350 0,77 %:,
400 1,07 ;’
450 144
500 1,89 E
550 244
600 340 g
650 3,88 H
700 4,80 g
Target / Distance Field of view INF 700 %
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INF-CLT-700

Clutchinfrared temperature sensor 700°C
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Material Aluminium
Dimensions 11x1x length 20 mm
Weight(without cable) 15g
. i <l 215 )
M2.5 |, D2.5 (all)
< <
RED CASING
25x16x8mm
CABLE 3 x 26awg
LENGTH - IMETER
l
S0mm O
DR25-TW

[y the mterest of continuous product improvenient, we reserve the right to alter without prior notice the speciti caticns and features described m this documient

&  500mm
A%
10.0 mm
A
Terget
BLACK CYLINDER
CABLE 4 x 26awg 20xD11lmm
TUBING RW-200E

Max 500 mm
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